AMENDMENT UNDER 37 C.F.R. §1.111 
Application Serial No. 10/795,961 
Attorney Docket No, Q80324 

AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 

application: 

LISTING OF CLAIMS: 

1. (currently amended): An engine control apparatus comprising: 

a switch case fixed to a handle bar; 

a stop switch body that is formed in the switch case and that allows an engine to 
stop or to be in an idling state; 

a stop switch knob that is formed in the switch case and that abuts with the stop 
switch body to activate the stop switch body to allow the engine to stop or to be in an idling 
state; 

a lock plate insertable to the stop switch knob; 

a transponder that is provided at the lock plate sid e and t hat transmits a 
predetermined ID code; and 

a control section that receives the ID code transmitted fi-om the transponder and 
that controls the engine operation based on the ID code, 

in th e control s e ction, an ant e nna that roooiv e s th e ID cod e transmitt e d fi-om tho 
transpond e r is integrally form e d with a communication circuit for th e ID cod e , the antenna and 
th e communication circuit b e ing provided at the switch oas e . wheroi nw herein the control section 
comprises an antenna that receives the ID code that is transmitted from the transponder and a 
communication circuit that processes the ID code which is received by the antenna, said antenna 
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and said communication circuit being provided on a common substrate within the switch case, 
and 

wherein w h e n th e lock plat e is dis e ngag e d from the stop switch Icnob- t he stop 
switch body is activated to allow the engine to stop or to be in an idUng stat e if the lock plate is 
disengaged from the stop switch knob . 

2. (currently amended): The engine control apparatus according to Claim 1, ftirther 
comprising: 

an authentication circuit formed m- aon the common substrate provided ifl -within 
the switch case, wherein 

the common substrate forms the antenna and a penetrated hole to whio h through 
which the stop switch knob te-beis inserted. 

3. (currently amended): The engine control apparatus according to Claim 1, further 
comprising: 

an authentication circuit-^ef - integrallv formed on the conmion substrate, said 
authentication circuit operable to authenticate the ID code from the transponde r int e grally 
form e d in th e control section . 
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